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Applicable Models

SF10-M□KT□ SF10-M□JN

SPECIFICATIONS

Protection Rating

Product Name Upper Bracket

Model

Mounting Direction

SL10-M□KT□ SL10-M□JN

Remarks There are no contents of controlled substances exceeding the threshold for the RoHS Directive.

Upright

Mass(Typ.)

SKH-M□J□
SKH-M□T□

IP65

(With product attachment)

Please refer to our website for Corresponding Pole options. （https://www.patlite.com）

0.08kg(Accessory Remove)

Environmental Condition

Corresponding Pole

Upright

SF10-M□JN/SL10-M□JN

SKH-M□J□/SKH-M□T□
IP20

(With product attachment)

SF10-M□KT□/SL10-M□KT□

(when used with  product and

SZW-103 Rubber Gasket

attachment)

0

Product Mounting Hole 2 Places

SF10-M□KT□/SL10-M□KT□

[mm]

No. Name Material 

1 Upper Bracket PC
①

Material 

Silicone

PUR

Accessory

Pole waterproof sheet 1 pcs.

Waterproof sheet  t = 2.0 1 pcs.

Pole Mounting Hole 2 Places

Product Mounting Hole 3 Places

SF10-M□JN/SL10-M□JN

SKH-M□J□/SKH-M□T□

Cord Exit Hole

Pole
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